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 HIGH PRESSURE LAMINATE (HPL) 

Hygienic  
 
 
 
 

  Easy to clean   Suitable for food contact  Antibacterial      
    

 
Resistant to  

 
 
 
 

Abrasion Impact    Heat up to 180 °C         Moisture 
          

 
 
 
 

   Cracking  Chemical products Scratches     Artificial light       
 
 
 
 
 
 
 
 
 
 
 

Hard-wearing 
resistant & 
hygienic   
Surface to be 

bonded to different 

substrates 

 
 
 
 
 
 
 
 
 
 
 
 
•• Multi-purpose and robust syrface 
    suitable for use in very high-traffic 
    environments  
•• Hard-wearing creations  

applications  
•• Quick and easy to clean  

 
 
 
 
 
 
 

 
 
 
 
•• High resistance in heavy 
    Duty applications   
•• Cold bent or postformed, 
   HPL allows for curved 
    Made-to-measure fittings  
 
•• Fire retardant grade on request  

On FR substrate: B-s1, d0* 
     



GRADE Standard Fire retardant  
CHARACTERISTICS STANDARD UNITS  

Physical and dimensional properties  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Density EN ISO 1183-1 g/cm3   ≥ 1,35 
       

Thickness tolerance EN 438-2-5 mm   ± 0,1  
       

Length and width tolerance EN 438-2-6 mm   -0/+10  
       

Straightness tolerance EN 438-2-7 mm/m   ≤ 1,5 
       

Squareness tolerance EN 438-2-8 mm/m   ≤ 1,5 
       

Flatness tolerance EN 438-2-9 mm/m   60  
       

Dimensional stability at high temperature (70 °C & 40 °C ; 90-95 HR)      
       

• Longitudinal 
EN 438-2-17 % 

  ≤ 0,2 
     

• Transverse 
  

≤ 0,9     
       

  Mechanical properties    
      

Resistance to boiling water EN 438-2-12 Class (a)   4  
       

Impact resistance (small diameter ball) 
EN 438-2-20 N 

  
≥25 

(5 mm with hammer)   
      

       

Impact resistance of a 324 g ball 
EN 438-2-21 mm 

  
≥ 800 

(drop height for ≤ 10 mm diameter imprint)   
      

       

Surface defects       
      

• Spots 
EN 438-2-4 

mm2/m2   ≤ 1 
      

• Linear mm2/m2 
  

≤ 10    
       

Abrasion resistance (initial point) EN 438-2-10 Nb of revolutions  150 to 400  ≥ 50 
       

Resistance to steam EN 438-2-14 Class (a)   5  
       

Dry heat resistance 180 °C (for 20 min) EN 438-2-16 Class (a)   5  
       

Resistance to humidity 100 °C EN 12721 Class (a)   5  
       

Resistance to cracking EN 438-2-23 Class (a)   4  
       

Scratch resistance EN 438-2-25 
Degree (b)   4  

     

N 
  

4 to 6 N     
       

Stain Resistance       
       

• Groups 1 & 2 
EN 438-2-26 Class (a) 

  3*  
     

• Group 3 
  

4 
 

     
      

Colour fastness under artificial light EN 438-2-27 Greyscale   4 to 5 
       

Fire rating EN 13501-1 Euroclass D,s2-d1 
 
      

Food safe EN 13130-1    Yes 
      

Formaldehyde emission EN 717-2 Classification   E1 
      

Volatile organic compounds (VOC) emission 
ISO 16000-9 Classification   A+ 

      

UL2818 Classification 
  

GREENGUARD GOLD    
       

Antibacterial properties JIS Z 2801 % Reduction   > 99,9  
       


